
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1

Polyflor New Zealand Ltd  |  2 Narek Place, Manukau, Auckland 2104  |  0800 765 935  |  sales@polyflor.co.nz



CLASS 1: BUILDING PRODUCT INFORMATION SHEET
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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CLASS 1: BUILDING PRODUCT INFORMATION SHEET
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y
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	002: POLYFLOR ACOUSTIFOAM
	001: POLYFLOR ACOUSTIFOAM
	003:   Polyflor Acoustifoam is a closed cell PVC foam backing sheet specifically designed to significantly reduce impact sound in
  hospitals, schools, high rise apartment buildings and other locations where noise reduction is required as part of an acoustic
  system. Acoustifoam is designed as an acoustic backing for sheet vinyl. Installed beneath Polyflor 2mm gauge sheet vinyl 
  products such as Polyflor Forest FX, Polyflor Pearlazzo PUR, Polyflor
  Prestige PUR, Polysafe Verona PUR and Polysafe Standard PUR, Acoustifoam will achieve an Impact Sound Reduction of 19dB.

  Polyflor Acoustifoam is available in roll form, rolls being 20lm x 2.0m wide
  Polyflor Acoustifoam is available in a 2.0mm gauge.
  



	004:  ACOUSTIFOAM
	005: Off
	006: Yes
	012: 2104
	013: WWW.POLYFLOR.CO.NZ
	024: SALES@POLYFLOR.CO.NZ
	025: 0800765935
	026:  9429031846158
	007: POLYFLOR LTD, PO BOX 3, RADCLIFFE NEW ROAD, WHITEFIELD, MANCHESTER UK
	008: Polyflor New Zealand Ltd
	009: 2 NAREK PLACE
	010: MANUKAU
	011: AUCKLAND NEW ZEALAND
	016:        


         2) C1 Protection from fire                 EN 13501-1                                                        Class Bfl-S1
                                                                        EN ISO 9239-1                                                   Greater than or equal to 8kW/m2
                                                                        EN ISO 11925-2                                                 Pass
                                                                   
     
         3) Internal Moisture                        Polyflor Acoustifoam installed beneath sheet vinyl installed in accordance with 
                                                                      manufacturers recommendations is an acceptable solution under Building Code
                                                                      Clause  E3.3.3

          6) Acoustic Impact Sound Reduction       ISO717/2                                                   18dB
                                                                                  EN ISO 140-8                                             18dB
                                                                  
                                                                  
                                                                   
                                                                                                            


          
                                                                   
                                                                        

                        
	014: 

 C1 Protection from fire                                        Performance clause    C 3.4(B)


 E3 Internal Moisture                                             Performance clause  E 3.3.3 


 G2 Airborne and Impact Sound                         Performance clause G6.3.1  STC Class
                                                                                  Performance clause G6.3.2  IIC Class



	017:  Polyflor Acoustifoam is designed for indoor use as part of a fully installed floorcovering system with sheet vinyl. 
 Polyflor Acoustifoam is not designed for environments below -18 degrees celcius or above 60 degrees celcius. Refer Polyflor  
 Technical manual for recommendations around acclimatisation and installation in environments subject to thermal fluctuation.
 Polyflor Acoustifoam is suitable for installation over underfloor heating to a maximum of 27 degrees celcius, subject to
 adherence to installation instructions as per Polyflor technical manual.
 
	018: 
  Polyflor Acoustifoam forms part of a system to achieve significant impact sound reductions in installations of sheet vinyl 
  where noise reduction is a requirement.

  The system includes, but is not limited to, inter-tenancy wall and floor/ceiling construction and connections.

  No system to achieve the minimum airborne sound insulation rating of STC55, or minimum impact sound insulation rating IIC55
  can be designed and employed without testing the system specific to the project, due to the high number of variables relating to
  individual projects. It is always recommended that a qualified Acoustic engineer is engaged to provide oversight and
  recommendations on any proposed system. 
	029: 



 All installations of this product, including the correct assessment of subfloor preparation and the use of of the correct adhesives
 must strictly follow all manufacturers recommendations in conjunction with Best Practice Guideliones and NZS 1884: 2013 

 For any specific technical assistance in the installation requirements for this material contact Polyflor NZ


  Refer following link to FloorNZ Best Practice 

  Guidelineshttps://floornz.org.nz/wp-content/uploads/2019/09/FloorNzBestPractiseGuidelines-Resilient-June-2019-version.pdf


  Refer to following link to Polyflor Technical Manual 2018

    https://www.polyflor.co.nz/wp-content/uploads/technical_manuals/Technical%20Information%20Manual%202018.pdf

  
	019: 

  Full cleaning and maintenance specifications are  available for this product at www.polyflor.co.nz

 
  Initial construction clean, daily and weekly cleaning regimes are included in this website, and it is the responsibility of the   
  specifier and supplier/installer of these products to ensure this information is distributed to the end-user on handover. 



  
  Link to Technical Information Manual 2018  

  
     https://www.polyflor.co.nz/wp-content/uploads/technical_manuals/Technical%20Information%20Manual%202018.pdf
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